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LEAD WIRE TYPE AIR FLOW (CFM)
(120 x 120 x 38 mm) -
4.69x4.69x 1.5inches '<3)
. TERMINAL TYPE
Features: Reverse air flow 0.33 0.31
8.5 7
Operating voltage: 115 0r 230 VAC ) @
Construction: Elijgz‘l\r;ugp(g.? FasnilramE; Rated Input | Rated | Locked | Speed Max. Static
- impelier Model No. | Voltage Power| Cur. | Cur. Pressure (H20) | Noise
Bearing option: ball bearing or sintered bronze v w A A RPM mmm dbA
sleeve UF12AR12-_ _H 115 60 1 0.19 0.20 3,100 2.8 99 8.5 0.33 47 0.53
Motor: shaded pole UF12AR23-__H 230 60 15 009 010 3100 28 99 85 033 47 053
Air Flow: intake over struts UF12AR12-__M 115 60 1" 0.17 0.19 2,750 2.4 85 6.5 0.26 45 0.53
- : - UF12AR23-_ _M 230 60 15 0.08 0.09 2,750 2.4 85 6.5 0.26 45 0.53 ¢
Connection: terminal or22 AWG leadwire yeonga 1 ms  s0 1 015 006 2300 21 75 40 016 38 053 °
Protection: impedance UF12AR23-_ L 230 60 15 0.07 008 2300 2.1 75 40 016 38 053 ©
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